WindMSG Tutorial #7 (Configuring Alarms)

WINDMSG TUTORIAL
PART-7

CONFIGURING ALARMS
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File Define Communicate Utilities Help

Make sure to complete "Getting Started" section of this
tutorial before proceeding with this section.
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Click on "Alarms" icon.
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= WindMSG - [untitled]

Now click on "Tags" button to create a tag.

ode" as IDEC:MicroSmart-24.
2.Select "Data Registers":

\Make sure these selections are set to "D0010" and
"0010" respectlvely to select Data Register#10 in PLC.

rms are programmed using Data r can hold up to
16 Alarm Bits)

4.Under "Tag Name" type "AlarmReg-D10".
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Now you should have a new tag in "WindMSG:Tags" window.
Make sure it is highlighted and click "Close" to exit window.
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In "WindMSG: Alarms" window, click "Add".
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1.Now select "Tag of Group” as "D0010(AlarmReg-D10)", the
tag we just created.

2 .Make sure "Alarm Number" is "000"
{This will select the Bi#0 of D10 as our first Alarm Bit)

3.And, "Alarm Text" is "Algrm#0"
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Your resulting "WindMSG: Alarms" window should have
a Alarm channel assigned to it now.

Click "OK" to confirm and exit this window.
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WindM56G : New Screen




MEREE
FErEE

MEREE
FErEE

= Screen [ 1: Screenl |

O OMBOOMMMMMNNH
B S




WindM5G : Alarm Window Options

Al triggered alarms [ First tiggered on top |
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