WindMSG Tutorial #8 (Changing screens using PLC logic)
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CHANGING SCREENS USING PLC LOGIC
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Make sure to complete "Getting Started" section of this
tutorial before proceeding with this section.
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Click on "Screens" icon to create a new
screen or to open an existing screen.
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1.Select "Node" as "IDEC:MicroSmart-24-
{Please see "Getting Started” section of this tutorial on how to
create a node)

2.Select "Data Registers"

3.Make sure these selections are set to "D0010"
and "0010" respectively to select Data Register#10.

4.Under "Tag Name" type "STR-D10"
MNow we have defined D10 in the PLC as the STR (Screen Trigger Register)
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Now you should have a new Tag in "WindMSG:Tags" window.
Make sure it is highlighted and click "Close" to exit this window,
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e "DO010(STR-D10)" tag registered
berations" window.

d exit this window.
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WindM5G : Application [ Power-on and Global ] Task-lists

Select a Task to add Close
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Make sure "Clopy Tag D0010 to STR" object is
registered unfier "Global Tasks".
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Click "Close] to confirm and exit this winglow.
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END OF WINDMSG TUTORIAL -PART# 8

Save this project and download it to HG1X unit. In order to
trigger pages write values 1,2 or 3 in to D10 (Data Register# 10)
in your PLC. Depending on the value in D10, HG1X will display
the corresponding screen.

Example: If D10=1, then HG1X will switch to screen 1
if D10=2, then HG1X will switch to screen 2 etc..




